
Heavy Duty Track Based Knuckle Boom Crane 
»  Up to 2.000 kg lifting capacity

»  Base provides spacious loading facility with integrated 

material posts.

»  Easy levelling capabilities, side - side / fore - aft 

manual and fully automatic controls.

»  Crane section foldable by means of fully automated   

 Cantilever system

»  Base control integrates all Crane functions to be operated, and 

attributes an Onboard Diagnostic Display.

» Compact, ergonomic design Radiographic remote control, 

 equipped with dynamic display and LED-bars for live information  

 of status, whereabouts and loads on the crane

» Smooth and precise proportional control, for Drive and All Crane  

 functions. 
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Versatile Crane Booms, by means of two knuckle booms, Crane Boom rotation and impressive Telescopic 

boom. Fully proportional controlled and each Crane function operated by a dedicated joystick controller.

 Crane section foldable by means of fully automated Cantilever system. Fully automated, single switch operated. Keep 

transport height to a minimum. For low loader or container transport no concerns for height restrictions.

Radiographic Remote control comes with 

Live info display, among giving info on 

Crane Boom heights, and loads.

Heavy Duty Dual Track Base. Base features LEVEL Side / Side & Front / Rear.

Powered by a KUBOTA V2403CR - STAGE V Emission

Lower controls features full control over 

all Crane Boom functions.


